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ALL CONDUITS AND FITTINGS IN THE CLEAN ROOM SHALL BE PVC

2. EACH RECIRC FAN MOTOR SHALL BE CONNECTED USING HUBELL TWIST LOCK
RECEPTICAL AND PLUG.

3. RECIRC FAN MOTORS SHALL BE CONNECTED AS INDICATED ON PLANS
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AC SWITCHES: THESE SWITCHES SHALL
BE COVERED BY A LOCKABLE
BOX TO PREVENT ACCIDENTAL

SHUT OFF (EA. SWITCH CONTROLS
FIVE MOTORS)

AND THE SINGLE DIAGRAM. NOT MORE

THAN FIVE MOTORS SHALL BE FED FROM ONE 2 POLE 20A, CIRCUIT BREAKER
SEE SINGLE LINE DIAGRAM FOR CORRECT CIRCUIT BREAKER
CONNECTION. NUMERIC IDENTIFIER WITHIN THE MOTOR INDICATES

MOTOR NUMBER NUMBER. SEE SINGLE LINE DIAGRAM FOR CONNECTION ON
DRANING E-I. RECIRC FAN MOTORS SHALL BE RATED FOR 208V AC

OPERATION.
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CLEANROOM FAN ELECTRICAL POWER PLAN
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l. DEMOLISH THE EXISTING RECEPTICALS AND
WIRE MOULD. INSTAL NEW WIREMOLD AND
RECEPTICLES AS INDICATED. CONNECT TO

THE EXISTING RECEPTICLE POWER SUPPLY.

2. DEMOLISH THE EXISTING LIGTING FIXTURES
AND CONNECT THE EXISTING LIGHTING POWER
TO THE LIGHTS IN THE HEPA FILTERS.

3. USE SPARE BREAKERS IN PANEL LPI. ONA
FOR EACH CLEAN ROOM.

BOXES.
4. USE PVC CONDUIT , FITTINGS AND JUNCTION
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BOXES INSIDE THE CLEANROOM AND PLENUM

5. USE ONE SPARE 20A CIRCUIT BREAKER
FOR BOTH CLEAN ROOM EXIT SIGNS AND
EMERGENCY LIGHTS.
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